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Yutu Xie SINGLE FAMILY  
RESIDENTIAL ADDITION

   12 INCHES ON CENTER.
3.)ON CEILING WHERE FRAME SPACING EXCEEDS
2.) IN AREAS SUBJECT TO CONTINUOUS HIGH HUMIDITY
1.) OVER A VAPOR RETARDER
FOLLOWING LOCATIONS PER CBC;
BOARD SHOULD NOT BE USED IN THE
WATER-RESISTANT GYPSUM BACKING

PROJECT DATA

APPLICABLE CODES

OPENING. 

FIREPLACE OPENING SHOULD NOT PROJECT
MORE THAN _" FOR EACH 1" CLEARANCE
FROM THE FIREPLACE OPENING. 

COMBUSTIBLE MATERIALS WITHIN 12" OF THE

PROVIDE A NON-COMBUSTIBLE HEARTH SLAB
WITH NON-COMBUSTIBLE SUPPORTS IN FRONT

COMBUSTIBLE MATERIAL SHOULD NOT BE
PLACED WITHIN 6" OF THE FIREPLACE

FIREPLACE NOTES:

OF FIREPLACE.  

GUEST ROOMS AND HABITABLE ROOMS WITHIN A DWELLING
UNIT OR CONGREGATE RESIDENCE SHALL BE PROVIDED WITH
NATURAL LIGHT BY MEANS OF EXTERIOR GLAZED OPENINGS
WITH AN AREA NOT LESS THAN ONE TENTH OF THE FLOOR AREA

NATURAL LIGHTING:

OF SUCH ROOMS WITH A MINIMUM OF 10 SQUARE FEET.

HUMAN IMPACT, ETC. SHALL BE SAFETY TEMPERED

ALL GLASS DOORS, GLASS WITHIN 24" OF DOORS

PROVIDE COMBUSTION AIR FOR FUEL BURNING

BEDROOM WINDOWS SHALL HAVE MAX 44" HIGH

& WITHIN 18" OF FLOORS, GLASS SUBJECT TO

SHALL BE FRAMED & SET PER MFG. SPECIFICATIONS.

SUPPLIER'S AND/OR OWNER'S SPECIFICATIONS.
MAKE & MODEL NUMBERS SHALL BE CALLED OUT PER

SPEC'S.  PROVIDE I.C.B.O. APPROVED NUMBERS TO

CERTIFIED.  WATER HEATERS TO HAVE PRESSURE &
TEMPERATURE RELIEF DEVICES & DISCHARGE TO OUTSIDE.

OPENINGS AROUND GAS VENTS, DUCTS & PIPING

ALL EXTERIOR DOORS SHALL BE AT LEAST 1 3/4" THICK

COMMON WALL SHALL BE 26 GA. STEEL OR THICKER
AIR DUCTS IN GARAGE THAT PASS THRU LIVING/ GARAGE

ALL DETECTORS TO BE INTERCONNECTED TYPICAL.
OR AREAS GIVING ACCESS TO EACH SLEEPING AREA
SLEEPING ROOM & CENTRALLY LOCATED IN CORRIDORS
PROVIDE AC/DC SMOKE DETECTORS WITHIN EACH

PROVIDE FIRE-STOPS IN OPENINGS @ FLOOR

INSTALL PRE-FAB MTL. FIREPLACES PER MFG'S

ALL SHOWERS PER C.P.C.
PROVIDE TEMPERATURE MIXING VALVE @

@ EACH FLOOR SHALL BE FIRE STOPPED

& CEILINGS OF ALL FIREPLACES PER C.B.C.

BUILDING DEPT. PRIOR TO INSTALLATION

PER CBC

WINDOWS TO BE DUAL-PANED

WATER HEATERS & FURNACES TO BE C.E.C.

APPLIANCES PER C.M.C.  & C.P.C. 

IN WIDTH & 24" IN HEIGHT W/ MIN. CLEAR
SILL & MIN. NET CLEAR OPENINGS OF 20"

OPENING OF 5.7 FEET PER C.B.C.

PURPOSES ONLY.  ACTUAL WINDOW & DOOR SIZES
WINDOW & DOOR SIZES SHOWN ARE FOR DESIGN

WRAP ALL EXTERIOR WALLS WITH CDX PLYWOOD
TYPICAL THROUGHOUT

ALL EXTERIOR HEADERS SHALL BE @ 8'-0"

PROVIDE 16" DEEP x 12" TALL GYPSUM BOARD
SOFFIT o/ UPPER CABINETS @ KITCHEN & LAUNDRY
ROOM

WATER HEATERS SHALL BE STRAPPED WITHIN
THE UPPER & LOWER 1/3 OF THE HEATER
STRAPS SHALL BE LOCATED A MIN. OF
4" FROM ANY CONTROLS. WATER HEATER
TO BE ON PLATFORM 18" MIN. A.F.F. - TYPICAL

BACK-FLOW PREVENTION DEVICE.
ALL HOSE BIBBS SHALL HAVE NON-REMOVABLE TYPE

IN SHOWERS & TUB/SHOWER COMBINATIONS, CONTROL
VALVES MUST BE PRESSURE BALANCED OR
THERMOSTATIC MIXING VALVES PER CPC.

HEATER AND ROUTE DISCHARGE LINE TO EXTERIOR, C.B.C 
PLUMBING CONTRACTOR SHALL PROVIDE T& P VALVE ON WATER

NO UNDERFLOOR CLEANOUT SHALL BE LOCATED MORE THAN 20 
FEET FROM AN ACCESS DOOR, TRAP DOOR , OR CRAWL HOLE PER

PLUMBING DRAIN WASTE AND VENT AND/OR MECHANICAL DUCTING

ALONG WITH ELECTRICAL PANEL/WIRING SIZING CALCULATIONS MAY

BE REQUIRED TO BE PROVIDED IF THE FIELD INSPECTOR REQUESTS
THESE ITEMS.

CPC.

w/ TEMPERED GLASS ENCLOSURE PER CBC.
A MIN. HEIGHT OF 70" ABOVE DRAIN IN ALL SHOWERS
PROVIDE MOISTURE RESISTANT UNDERLAYMENT TO

GENERAL NOTE

SCOPE OF WORK

DRAWING INDEX
A1.0     TITLE PAGE

A1.1     SITE PLAN

A2.0     EXISTING AND DEMO PLAN ,  

A3.0     RIGHT AND FRONT ELEVATIONS 

PROPOSEDFIRST FLOOR PLANS

DATA SHEET
LOCATION:  186 Wedgewood

EXISTING USE: SINGLE FAMILY RESIDENTIAL

PROPOSED USE: SINGLE FAMILY RESIDENTIAL - ADDITION 

ZONING: R-1:8

DEVELOPMENT STANDARD

APPLICANT: Yutu Xie and Wei She

PROPERTY OWNER: Yutu Xie and Wei She

APPLICATION(S): USE PERMIT

PROPOSED DEVELOPMENT EXISTING PROJECT ZONING ORDINANCE

LOT AREA
LOT WIDTH
LOT DEPTH
FRONT SETBACK
REAR SETBACK
LEFT SETBACK
RIGHT SETBACK

LIVING AREA         

GARAGE

8,029 SF
73.05 FT.

109.98 SF
20'
30'-3"
18.8'
5'-2"

2,232.4 SF

480.8 SF

2713.3
16 FT

3,223.7 SF

TOTAL FLOOR AREA 
BLDG. HIEGHT

527.9 SF
2 COVERED SPACE

LANDSCAPING
PAVING

# OF EXISTING heritage TREES

DEFINE BASIS FOR PARKING
TREES

8029 SF
73.05 FT.

109.98 SF
25'
35.8'
18.8'
10.0'

25'
20'
8'
8'

SF
FT
FT
MIN
MIN
MIN
MIN

PARKING

COORDINATION

A4.0     

C1.0     SURVEY

LOT COVERAGE 2,754.3 SF 1,733 SF SF3,200

SQ.FT

40%MAX.21.5%34.3%
SF

SF480.8

1,579 2800
30 FT

2 COVERD SPACE/ 2 UNCOVERED SPACE AT DRIVEWAY 

60/80
90

8000

5,544 SF
FT13

1098.2

725 SF
52% 69%

2 COVERED SPACE 2 COVERED SPACE

0

# OF EXISTING heritage TREES
TO BE REMOVED 0

12

TREES TO BE REMOVED 0
# OF NON- heritage 

# OF NEW TREES

0

TOTAL # OF TREES 0

# OF NON- heritage 

A3.1     LEFT AND REAR ELEVATIONS 

PARCEL MAP

186 Wedgewood Ave.

VICINITY MAP

186 Wedgewood Ave.

Wei She

&

FT.
FT.
FT.
FT.

FT.
FT.
FT.
FT.

FLOOR
AREA

SF

SF732.8

2608

COLORED 3D RENDERS AND EXISTING PICTURES

FAR

SF SF SF

0.325X8029 =2,609.4 0.325X8029 =2,609.4SF SF

FAR 0.0915X8029 =734.6SF SF0.0915X8029 =734.6

0.316

0.916

A2.1     FLOOR ARE AND DIAGRAM PLAN
ROOF FLOOR PLAN
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